
MANHOLE COVERS

OVERVIEW



SOLID TOP

SOLID TOP COVERS

Solid top, or flush, manhole covers remain visible once installed.

Tech Spec

• Standard sizes from 300mm x 300mm up to 900mm x 900mm

• For all loading variants

• Bespoke sizes available

RECESSED MANHOLE COVERS

As part of the EcoGrid Ltd, Recessed Manhole Covers provides all your manhole cover 
products, EcoGrid accessories and more, including being the sole suppliers of the 

GrassTop range to the UK and Ireland.

Our manhole cover can be split into two main types: solid top and recessed.

Solid top covers have a visible lid, whereas Recessed covers have a sunken tray to be filled with 
materials in order to hide the cover.



WATER & ODOUR TIGHT

Used indoors to combat odour & slight surges.

Description 

Common applications for Water Tight and 
Odour Tight Manhole Covers are tiled floors 
basements, bathrooms and non-chlorinated 
wet rooms. Please note, for areas such as 
swimming pools or anywhere with chlorinated 
water, manhole covers must be stainless steel 
to avoid rust.

Tech Spec

• Clear Opening Sizes from 450mm x 
450mm up to 900mm x 600mm

• Bespoke options available

• Manufactured from galvanised steel

• Polyethylene seal, making it water tight 
and odour tight.

• Odour tight and therefore ideal for 
internal installations

• Stainless steel locking screws

• Odour Tight Manhole Covers are 
approved by and commonly used by 
London Borough Councils.

• Meet the FACTA standards 7.0, 7.2, 
7.2.1, 7.2.3 and 7.3.3, as well as mild 
steel material grade according to BS EN

RECESSED

BLOCK PAVING & FLAGGING 

RECESSED COVERS

Variety of depths to suit patios and driveways.

Description 

The manhole cover is recessed for the infill 
of block paving or slabs. Block paviors are 
the standard type of recessed manhole cover 
commonly found in paved areas and private 
driveways. If replacing a manhole cover in 
a garden, lawned area or similar, strongly 
consider using a GrassTop Manhole Cover; 
these incorporate pre-drilled drainage holes and 
factory fitted specialist membranes that gradually 
filter the water through and allow grass to grow. 

For installations with gravel infill or similar, we 
recommend the EcoGrid Grass & Gravel Covers 
to stop the infill shifting under foot or traffic.

Tech Spec

• Clear Opening Sizes from 300mm x 
300mm up to 900mm x 900mm

• Bespoke options available



RECESSED

SEALED & LOCKING RECESSED COVERS

Aiding with odour prevention and shallow installs.

Description 

Sealed and Locking Manhole Covers are the new 
equivalent to double sealed. As per the Building 
Regulations 2000, internal manhole covers have 
to be air tight but a single or double seal is not 
specified. All of our recessed T-Range covers feature 
a rubber gasket seal and a screw-locking function.

Common applications for Sealed and Locking 
Covers are internal rooms, tiled floors, patios, 
playgrounds and suchlike. In many circumstances, 
especially high-end properties, a decorative finish of 
brass, aluminium or stainless steel is preferred; let 
us know and we can quote for this.

Tech Spec

• Clear Opening Sizes from 300mm 
x 300mm up to 900mm x 600mm

• Bespoke options available



RECESSED

GRASSTOP COVERS

Allowing grass to grow while water drains freely.

Description 

GrassTop Manhole Covers are a unique product 
offered only by Recessed Manhole Covers and 
EcoGrid Ltd.

These were developed specifically for gardens 
and lawned areas so that unsightly manhole 
covers no longer ruin the surroundings. With 
pre-drilled drainage holes and a double layer 
of factory fitted specialist membranes, grass 
can grow in the recessed tray while the water is 
gradually filtered through.

Not just for grass or turfed areas, GrassTops are 
also ideal in landscaping applications where the 
water has to drain through the cover.

Using infills of bark chippings, rubber crumb 
or similar is perfectly acceptable. For gravel 
installations, we recommend the EcoGrid Grass/
Gravel Covers to ensure the stone doesn’t shift 
underfoot.

Technical Data

• Galvanised steel tray with black 
polypropylene frame/or fully galvanised

• Pre-drilled drainage holes

• Double layer of factory fitted specialist 
membranes

• Integral lifting keys or corner lifting points

Tech Spec

• Clear Opening Sizes from 300mm x 
300mm up to 900mm x 900mm

• Bespoke options available



RECESSED

ECOGRID 

GRASS/GRAVEL COVERS

Retains loose fill in a load bearing surface.

Description 

Like our standard GrassTops, these covers 
have pre-drilled drainage holes and factory 
fitted specialist membranes to filter water 
through the cover and EcoGrid for stability. 

The EcoGrid Grass/Gravel Cover is ideal 
for applications using rubber crumb, bark 
chippings, gravel and similar, to avoid the infill 
moving under foot or traffic. EcoGrid itself is 
load bearing to 250 tonnes and therefore ideal 
for driveway applications as well, and would 
be required for manhole chambers in an area 
where EcoGrid is being laid.

GrassTop and EcoGrid Manhole Covers are 
a unique, innovative product offered only by 
Recessed Manhole Covers and EcoGrid Ltd. 
The idea and development for GrassTops was 
brought forward to replace unsightly manhole 
covers in gardens, lawns and landscaped 
areas of aesthetic importance.

Since becoming the sole UK and Ireland 
distributors of EcoGrid, this product has 
stepped forward again by incorporating this 
renowned EcoGrid porous paving system.

Tech Spec

• Clear Opening Sizes from 300mm x 
300mm up to 900mm x 900mm

• Bespoke options availableEcoGrid is cut to fit in and enhance 

any of the grass top cover sizes.



RECESSED

ALUMINIUM DOUBLE SEALED

The brand new DS-Line recessed manhole 
covers are double sealed, featuring a highly 
aesthetic extruded aluminium construction 
manufactured to BS:EN124 standard, with a 
reinforcement mesh and lifting keys provided.

Description 

Perfect for exterior use, covering a wide range 
of applications with ease including block paving. 
An odour and waterproof aluminium cover that’s 
self-secured to the outer frame, featuring two 
seals: one at the base and a “T-rubber” seal 
built-in to the side of the outer frame.

The unique “T-rubber” seal allows for an 
additional odour barrier; elasticity to avoid 
tension between the recessed cover and frame; 
prevention of dirt between the cover and frame.

Tech Spec

• Clear Opening Sizes from 300mm x 
300mm up to 1000mm x 1000mm

• Bespoke options available

• Available depths: 60mm , 80mm

DECORATIVE 

COVER WITH

TWO SEALS.

ONE AT BASE.

ONE AT THE

SIDE OF THE 

OUTER FRAME.



RECESSED

ALUMINIUM TRIPLE SEALED

The brand new TSL-Pro-Line recessed manhole 
covers are triple sealed & locking, featuring a 
highly aesthetic extruded aluminium construction 
that is load-bearing and manufactured to 
BS:EN124 standard.

Description 

Perfect for both interior and exterior use, 
covering a wide range of applications with 
ease including with tiles, paving and most floor 
finishes. Featuring three seals: two at the base 
and a “T-rubber” seal built-in to the side of the 
outer frame.

The unique “T-rubber” seal allows for an 
additional odour and gas barrier, elasticity to 
avoid tension between the recessed cover and 
frame, and the prevention of dirt between the 
cover and frame.

Two lifting keys and a reinforcement mesh  
are supplied.

DECORATIVE COVER WITH 

THREE SEALS. TWO AT THE BASE.

ONE “T-RUBBER” SEAL AT THE

SIDE OF THE OUTER FRAME.

Tech Spec

• Clear Opening Sizes from 150mm x 
150mm up to 1000mm x 1000mm

• Bespoke options available

• Available depths: 
40mm , 60mm , 80mm



RECESSED

BESPOKE COVERS

Despite having a vast range of manhole covers available 
off the shelf, we recognise that sometimes your project 
may be more specialised or the size you require does not 
conform to a standard clear opening size.

We are able to work with you to develop the exact solution 
you require, and we can even progress handwritten ideas 
to engineered fabrications. Some examples of the type of 
projects we can undertake are as follows:

Solid Top or Recessed Covers

• Made to measure sizes to match ‘on top 
frame’ or clear openings

• Matching tile sizes
• Sealed or plain seated
• Specific weight loadings
• Different recess depths
• Multipart covers
• Discreet barrel lifting points
• Hinged and safety stay
• Different metals such as stainless steel or 

brass edged

Surge Covers

Covers can be produced with additional sealing 
plates to prevent surge pressure from beneath.

Torsion Spring Lift Assisted Covers

For larger covers that need regular inspection 
or when you need single person access.

Drainage / Venting

Gulley grates or “pepper pot” vents / drainage.

multipart cover

pepper pot vent barrel lifting point brass edge torsion



ACCESSORIES

Products Description

Pair Of LightPair Of Light

Duty Plastic Lifting Duty Plastic Lifting 

KeysKeys

Primarily designed for recessed manhole covers.
Manufactured from glass reinforced nylon.

Pair Of Medium Pair Of Medium 

Duty Plastic Lifting Duty Plastic Lifting 

KeysKeys

Primarily designed for medium duty recessed 
and flush manhole covers.
Manufactured from glass reinforced nylon.

Pair Of Medium Pair Of Medium 

Duty Ductile Iron Duty Ductile Iron 

Lifting KeysLifting Keys

Primarily designed for medium duty cast and 
ductile iron manhole covers. 
Manufactured from ductile iron. 
Coated in black bitumen.

Pair Of Heavy Duty Pair Of Heavy Duty 

Ductile Iron Lifting Ductile Iron Lifting 

KeysKeys

Primarily designed for heavy duty ductile 
iron manhole covers.
Manufactured from ductile iron.
Coated in black bitumen.

Pair Of Aluminium Pair Of Aluminium 

Manhole Cover Manhole Cover 

Lifting Keys  Lifting Keys  

Pair of galvanised steel lifting keys, primarily for 
use with Alusthetic Aluminium manhole covers 
both DS-Line and 
TLS-Pro Line.

LIFTING KEYS



ACCESSORIES

UNDERGROUND MANHOLE CHAMBER RISER

MANHOLE CHAMBER REDUCING RING

320mm Diameter Chamber Riser320mm Diameter Chamber Riser 450mm Diameter Chamber Riser450mm Diameter Chamber Riser

This chamber riser is suitable for up to 3.5 
tonnes loading when used with corresponding 
bases and manhole covers.

Description 

Includes joint seal. Manufactured from 
recycled material. Compatible with CD U353 
Chamber Base.

This chamber riser is suitable for up to 12.5 
tonnes loading when used with corresponding 
bases and manhole covers.

Description 

Includes joint seal. Manufactured from 
recycled material. Compatible with CD U453 
Chamber Base.

Description 

Made from black polypropylene, 
the Reducing Ring is designed 
for 450mm diameter chambers, 
to reduce the opening down 
to 350mm. It can be fitted to 
new chambers or retrofitted for 
existing installations.

Tech Spec

• Clear Opening 320mm (diameter)

• External Dimensions 

355mm(diameter) x 440mm(depth) 
(provides a 400mm rise)

• Approximately 2.6kg in weight

Tech Spec

• Clear Opening 450mm(diameter)

• External Dimensions 

500mm(diameter) x 340mm(depth) 
(provides a 300mm rise)

• Approximately 3.5kg in weight  

Tech Spec

• The CD 499 meets: 
LABC 271/9/7091 
accreditations.



ACCESSORIES

UNDERGROUND MANHOLE CHAMBER BASE

320mm Diameter Chamber Base320mm Diameter Chamber Base

with 5 Outletswith 5 Outlets

450mm Diameter Chamber Base450mm Diameter Chamber Base

with 5 Outletswith 5 Outlets

This chamber base is suitable for up to 3.5 
tonnes loading when used with corresponding 
risers and manhole covers. There are five 
inlets fitted with EPDM rubber seals. The unit 
includes three bungs to provide multiple inlet 
options and three blanking plates for inlets 
not being used.

Description 

Blanking plates block unused inlets to 
avoid trapped waste and therefore odours. 
Potential depth to 0.6m using CD U355 
Risers. Manufactured from recycled material. 
Five-way design for system flexibility. 
Polypropylene Grade AP9.

This chamber base is suitable for up to 12.5 
tonnes loading when used with corresponding 
risers and manhole covers. There are five 
inlets fitted with EPDM rubber seals. The unit 
includes three bungs to provide multiple inlet 
options and three blanking plates for inlets 
not being used.

Description 

Blanking plates block unused inlets to 
avoid trapped waste and therefore odours. 
Potential depth to 1.2m using CD U455 
Risers. Manufactured from recycled material. 
Five-way design for system flexibility. 
Polypropylene Grade AP9.

Tech Spec

• Clear Opening 320mm(diameter)

• Overall Dimensions 

478mm(diameter) x 220mm(depth) 
Approximately 2kg in weight

Tech Spec

• Clear Opening 450mm(diameter)

• External Dimensions 

500mm(diameter) x 340mm(depth) 
(provides a 300mm rise)

• Approximately 3.5kg in weight  



GET IN TOUCH
EcoGrid Ltd hold UK and Ireland distribution rights for the world leading, ground reinforcement grid 
system, EcoGrid.

As part of EcoGrid Ltd, Recessed Manhole Covers stocks all manhole cover products. Another sister site 
of EcoGrid Ltd focuses on membranes.

These three sectors of EcoGrid Ltd put the company in a strong position to cater to the needs of 
contractors, merchants and end users across the industry. 

Details of all our products can be 
obtained on our website 

www.recessedmanholecovers.co.uk 

or contact us directly:

sales@recessedmanholecovers.co.uk 

Tel: 0151 639 4281

Crystal House, Units 28-29 Wheatland 
Business Park, Wheatland Lane, 
Wallasey, CH44 7ER


